**MAXLIGHT 400 HYBRID, UNIVERSAL FLASHING**
**METAL LONGRUN CORRUGATED ROOFING**
**PITCH 7° TO 60°**

**DATE:** 24/09/19  
**DWG No:** ML400H-UCR

---

**Note:** All flashing joins / laps to be riveted & sealed

**Suitable for Pitch 7° to 60°**

---

**ADLUX Industries Ltd. ©**
36 Olive Road, Penrose
P.O. Box 13866, Auckland.
New Zealand.
Ph: (09) 636 6866 Fax: (09) 636 6846 email: sales@adlux.co.nz

---

**Dome D0-40RC**
3.6mm High impact acrylic

**Bonded EDPM**
washer 4 off

**Philips pan head**
stainless 6-18x20
4 off

**Foam seal**
6.9mm wide

**Maxlight 400**
Flat - Round flashing

---

**Extension Tube**

**Bottom Tube**

---

**Top Tube**

---

**Maxlight 400**
Flat - Round flashing

---

**Round to square transition box**

---

**Square Diffuser**

---

**Square frame assembly**

---

**Gyproc clamp**
8 off

**Seal E113**

---

**Square Diffuser**

---

**Square frame assembly**

---

**Turn up trough**

---

**Tek screws with seal**
Hex head 12-14 x 25
Galvanised 16 off

---

**Maxlight 400**
Flat - Round flashing

---

**Back flashing continues to ridge**

---

**Back flashing continues to ridge**

---

**Round to square transition box**

---

**Round to square transition box**

---

**Back flashing continues to ridge**

---

**Round to square transition box**

---

**Foam seal**
6.9mm wide

---

**Apron flashing**

---

**Maxlight 400**
Flat-Round flashing

---

**Flat - Round flashing**

---

**Tek screws with seal**
Hex head 12-14 x 25
Galvanised 16 off

---

**Maxlight 400**
Flat-Round flashing

---

**Turn up trough**

---

**Not to scale, do not scale from drawing**

---

**MAXLIGHT 400 HYBRID, UNIVERSAL FLASHING**
**METAL LONGRUN CORRUGATED ROOFING**
**PITCH 7° TO 60°**