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A better way to enjoy
outdoor spaces.
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WELLNESS AND COMFORT
Our bioclimatic pergola allows you to create a welcoming
and elegant environment, where you can enjoy some quiet
time or relax with friends on any season of the year. 

ENERGY-SAVING 
Thanks to its sunshade system, our bioclimatic pergola
allows youto choose the intensity of sunlight and heat,  
depending on the season and on your needs. 
It therefore helps to reduce the consumption of energy
used for heating, cooling or electric light.

BIOCOMPATIBLE
It is a structure that can perfectly fit in the natural context, 
thanks to both its design and realisation. The pergola can
create an oasis and redefine spaces. 

A DIALOGUE WITH NATURE
Break the boundaries between inside and outside:
with our bioclimatic pergola, your indoor environment  
will extend to the outdoor and continue into the green  
areas of terraces and gardens, to give you a daily and  
unique chance to get in contact with nature. 

OSKURA
WATERPROOF IS

A BIOCLIMATIC
PERGOLA THAT
CAN BE FULLY

OPENED,
PROTECTING

AGAINST RAIN,
CONTROLLING

SUNLIGHT AND
NATURAL LIGHT

INTENSITY.

C

M

Y

CM

MY

CY

CMY

K

Oskura-Waterproof_Product-Brochure-Print.pdf   3   23-Jul-20   7:45:31 PM



DRAINAGE FOR RAIN WATER

LED LIGHTING

OSKURA
WATERPROOF
• Oskura Waterproof features a simple, refined,
and minimal look, suitable to every style and 
allowing you to create an area of great comfort
in every situation, whether it is installed in private 
residences or in commercial environments.

• No limit to your projects: Oskura Waterproof can 
be installed in modules create any size and depth,
it does not have predefined slats-steps, and can adapt
to any type of installation.

• No need to fear sun or rain: thanks to its blades, 
Oskura Waterproof allows the sunrays to filter through
on cooler days, while the full closure of the roof offers 
good resistance to rain or direct sunlight. 

• Oskura Waterproof offers a place to relax with no 
worries: it can be equipped with climatic sensors
for automatic closing in case of rain, wind, or strong
sunlight. The ease of the electrically motorised 
closing system allows for quiet and smooth folding.

• The seaside treatment involves a special processing 
useful if the pergola is installed in environments with 
particular atmospheric conditions as it provides 
greater protection against corrosion.

• Oskura Waterproof is completely customisable, 
offering glass systems (with sliding or stackable 
doors) and an integration with LED lights or climatic 
sensors, for those who want to enjoy the outdoors
in great comfort throughout the whole year.

• Made of aluminium, a durable material that is both 
safe and easy to clean, Oskura Waterproof does not 
require any particular maintenance other than to 
periodically check that the gutters are not obstructed
and clean the slide rails.

• Special processing Pre-anodization treatment
before powder coat is available if the pergola is 
installed in environments such as coastal conditions
with particular atmospheric conditions to provide 
greater protection against corrosion.
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OSKURA
WATERPROOF
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residences or in commercial environments.
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be installed in modules create any size and depth,
it does not have predefined slats-steps, and can adapt
to any type of installation.
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on cooler days, while the full closure of the roof offers 
good resistance to rain or direct sunlight. 
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worries: it can be equipped with climatic sensors
for automatic closing in case of rain, wind, or strong
sunlight. The ease of the electrically motorised 
closing system allows for quiet and smooth folding.

• Oskura Waterproof is completely customisable, 
offering glass systems (with sliding or stackable 
doors) and an integration with LED lights or climatic 
sensors, for those who want to enjoy the outdoors
in great comfort throughout the whole year.

• Made of aluminium, a durable material that is both 
safe and easy to clean, Oskura Waterproof does not 
require any particular maintenance other than to 
periodically check that the gutters are not obstructed
and clean the slide rails.

• Special processing pre-anodization treatment
before powder coat is available if the pergola is 
installed in environments such as coastal conditions
with particular atmospheric conditions to provide 
greater protection against corrosion.
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Friendly

WATER TIGHTNESS CERTIFICATION

CERTIFIED WIND PROTECTION

RETRACTABLE BLADES
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The patented blade design
of the Oskura Waterproof make
it stand out from the rest.
The extruded aluminium blades contain
an insulation material that allows the product
to be soundproofed. Blades are also fitted 
with double waterproofing seals, with lateral
channels to drain away rainwater.
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STACKING OF BLADES

Oskura Waterproof features a patented 
blades stacking technology that, through 
a pantograph-style movement, favours 
natural ventilation and constant air 
exchange, and mitigates the heat
caused by direct sunlight by filtering 
the latter. It also allows optimal protection 
from rain once the blades are fully closed. 

When, on the other hand, the blades are 
retracted, you will have a completely free 
view to the sky.

The blades contain insulating and sound
absorbing materials. Oskura Waterproof
is tested for 10,000 blade opening and
closing cycles for maximum reliability
and durability.  

In order to achieve the best possible 
solution, it is important to consider 
where the Oskura Waterproof 
bioclimatic pergola will be installed. 
Indeed, a South-East or South-West 
orientation offers a good sun  
exposure during the whole day,  
but in the warmer months it needs
an adequate sunshade system. 

Oskura Waterproof thus presents 
an exclusive European-patented 
application that provides an optimal 
sunshade function in any exposure. 
Indeed, by choosing the direction 
of rotation in the design phase, 
the retractable blades will allow you 
to choose the intensity of the light 
based on the orientation of the 
building compared to the sun.

Two variants of blade rotation for 
a great sunshade function in any 
situation.

CUSTOMISABLE
POSITIONING
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D

W maximum width.......................................... 4200 mm

D maximum depth.......................................... 6020 mm

H height..................................... UPON CUSTOMER’S REQUEST

FREESTANDING PERGOLA

STANDARD
SET UP

PERGOLA FITTED TO A WALL

W maximum width.......................................... 4200 mm

D maximum depth.......................................... 6020 mm

H height..................................... UPON CUSTOMER’S REQUEST W

H

D

The self-supporting structure of 
Oskura Waterproof is solid yet lean.
It has no visible screws and offers 
a great view on all four sides for 
maximum freedom.

Whether it’s set up on a terrace or
a patio, Oskura Waterproof becomes 
a real extension of your home.
With the convenience of having 
everything close at hand.

SLOPING SUNSHADE SYSTEM

Sloping sunshade system placed
on a new or existing structure. 

SUNSHADE SYSTEM LOCATED
ON INDEPENDENT STRUCTURE

Sunshade system positioned 
on existing constructions in wood, 
metal, masonry, etc.

SUNSHADE SYSTEM LOCATED
ON INDEPENDENT STRUCTURE

Sunshade system positioned 
on existing constructions in wood, 
metal, masonry, etc.

SLOPING SUNSHADE SYSTEM

Sloping sunshade system placed
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INSTALLATION MODE 1

INSTALLATION MODE 3

INSTALLATION MODE 2

INSTALLATION MODE 4

INSTALLATION MODE 5 INSTALLATION MODE 6

Combined modules on both sides. 
(width and depth)

Combined modules in different
dephts fitted to a wall. 

Combined modules in different dephts
in a freestanding structure. 

Combined modules in different widths,  
in a freestanding structure. 

SET UP
FLEXIBILITY

Module with cantilever structure. 
Maximum 1 meter.

Combined modules in different
widths fitted to a wall. 

Numerous set up possibilities for you
to create the Bioclimatic Pergola that  
best suits your special needs.

INSTALLATION MODE 3

Combined modules in different
dephts fitted to a wall. 

INSTALLATION MODE 5

Combined modules in different
widths fitted to a wall. 

INSTALLATION MODE 6

Module with cantilever structure. 
Maximum 1 meter.

INSTALLATION MODE 2

Combined modules in different dephts

INSTALLATION MODE 4

Combined modules in different widths,  
in a freestanding structure. 
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SECTION OF MOTOR

OSKURA WATERPROOF 2.0

SECTION OF MOTOR

OSKURA WATERPROOF XL
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TECHNICAL DATA SHEET

COLOURS

OSKURA 2.0 OSKURA XL

MAX W 3100 mm 4200 mm

MAX D 6020 mm 6020 mm

TOTAL PERGOLA WEIGHT 28 Kg/m2 30 Kg/m2

EN6060 AND EN6063 PRIMARY ALLOY STRUCTURE
 (EXTRUDED ALUMINIUM)

INSULATED BLADES 

MAX PACK SIZE OF RETRACED BLADES 663 mm 1273 mm

BLADE WIDTH 199 mm 199 mm

BLADE THICKNESS 18 mm 38 mm

POST PROFILE 150x150 mm 150x150 mm

GUTTER PROFILE 150x250 mm 150x250 mm

MOTOR OPERATION

CERTIFICATION OF THE STRUCTURE EN 1090-1:2009/A1:2011

CERTIFIED WIND PROTECTION UNI EN 13659:2009
CLASS 6

(GRADE 10 ON
BEAUFORT SCALE)

CLASS 6
(GRADE 10 ON

BEAUFORT SCALE)

WATER TIGHTNESS CERTIFICATION - UNI EN 12208:2000

GLASS SYSTEMS UPON REQUEST UPON REQUEST

LED LIGHTING UPON REQUEST UPON REQUEST

CLIMATIC SENSORS (WIND, RAIN, SUN, TEMPERATURE...) UPON REQUEST UPON REQUEST

SUNROOM
7035

SUNROOM
1013

SUNROOM
T10

SUNROOM
9016

SUNROOM
9010

SUNROOM
ARGENTO

SUNROOM
9006

SUNROOM
9007

SUNROOM
7016

SUNROOM
GRIGIO
MARMO

SUNROOM
9005

SUNROOM
MARRONE
MARMO
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Adlux Industries Limited
36 Olive Rd, Penrose
Auckland 1061

P.O. Box 13-866
Auckland 1643 - New Zealand

0800 500 557
sales@adlux.co.nz
www.adlux.co.nz

live your dream
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